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Disclaimer 

Blacksmithing is a lot of fun, but comes with inherent 

dangers. All members, demonstrators, and guests are 

responsible for using appropriate safety equipment 

and for using safe working methods. Minors must be 

accompanied by a parent or  

responsible adult. 

The Southwest Virginia Blacksmith Guild, Central  

Virginia Blacksmith Guild, their officers, members,  

demonstrators, guests, hosts, writers, and the editor 

disclaim responsibility for any damages, injuries, or 

destruction of property as a result of the use of any 

information published in this newsletter or demon-

strated at workshops, meetings, or conferences. 

Every effort is made to insure the accuracy and the 

safety of information provided, but the use of any ma-

terial is solely at the user’s own risk. 

Attendees at organization functions and classes con-

sent to the use of their images in publications, social 

media and web pages of the Southwest Virginia  

Blacksmith Guild and/or Central Virginia Blacksmith 

Guild. 

Unless otherwise noted, all content is available for use 

by nonprofit blacksmithing and metalsmithing groups, 

provided the source is cited.   
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Coming Events 

July 14 - 9 am - 1 pm 
CVBG July Meeting 

Banton-Smith Center for Blacksmith and Metal Arts 

1600 Valley Rd; Richmond 

July 15 - 2 - 4 pm 
SWVABG July Meeting 

Historic Smithfield Plantation 

1000 Smithfield Plantation Rd., Blacksburg 

August 11 - 9 am - 1 pm 
CVBG August Meeting w/Caitlin Morris 

Bruce Manson’s shop 

4200 Orchard Dr., Petersburg 

August 19 - 2 - 4 pm 
SWVABG August Meeting 

Great Road Craft Guild 

1812 Big Spring Dr; Elliston 

 

 

 On the Cover  
Blacksmith shop at the Cyrus McCormick farm, where the reaper was 

born.  Walnut Grove, VA 



Making the Slitting Chisel 

The slitting chisel is a specialized hot chisel used to pierce and slit a 

piece of steel.  Use the slitting chisel when you need to make an opening 

in a bar, but want to avoid losing any steel as you would when punching 

or drilling.  Using the slitting chisel can also help you avoid the  

puckering that sometimes happens when you’re punching a bar,  

especially a larger one.  Slitting chisels are available for purchase from 

many blacksmith supply houses, but they’re easy to make. 

You’ll need a length of tool or spring steel to make one.  For a hand-held 

chisel, I prefer a piece 8-10 inches long.  Conventional wisdom says that 

the cutting edge of the chisel should be 5/8 - 3/4 the diameter of the hole 

to be drifted.  Keep that in mind when picking the diameter of the stock 

you’re making the chisel from.  (I usually follow the late Bill Wojcik’s 

advice, and make my slitting chisels from the same size stock as the drift 

I’m using.  You’re almost guaranteed to end up with the correctly sized 

chisel that way.)   

Forge out a long, thin taper.  Whether you maintain the stock width 

throughout, or let the piece flare some, is really up to you and the needs 

of your project.  I have and still do make them both ways, depending on 

the hole I’m slitting.  The key here is thin.  You’ll recall that for a cold 

chisel, you want an edge that’s fairly blunt, while a chisel for hot steel 

should be longer and thinner.  A slitting chisel should be thinner still, 

perhaps 75% the thickness of a standard hot chisel.   

The tip of the chisel should be crowned slightly.  This allows the center 

to be in contact with the center of the hole as you start slitting, slowly 

expanding as the slit continues.  This should result in a cleaner cut.  How 

much of a crown depends on the depth of the hole.  For really deep holes, 

you may want the crown to extend half way up the blade, while shallow 

holes don’t need that much curve. 

Forge, then file or grind, the edges and sides of the blade to an elliptical 

shape.  This shape makes slitting easier and cleaner.  Once the blade is 

shaped, hammer, grind or file (or all of the above) a chamfer on the  

striking edge of the chisel. 

In my opinion, there’s really no point in hardening and tempering a  

chisel used on hot steel.  You’ll quickly lose your temper anyway,  

especially with a tool this thin.  That doesn’t mean that you can ignore 

heat treating altogether, though.  Heat the piece to critical, then let it air 

cool.  In use, cool the tip frequently to prevent overheating.  Using coal 

dust, beeswax or some other punching lube is a good idea, too. 



The Dragon - Revisited 

I know, I know...working on a new dragon right in the Dragonmaster’s backyard?  What was I 

thinking?  Sometimes, though, ideas just have to be brought to life, and this is one that’s been 

gnawing at the back of my mind for a couple years.   

I developed my first forge-welded dragon design in the late 20th century.  I liked it, (as did my 

customers...and my father-in-law…,) but there was something missing.  The design has a 

closed mouth, which limited some applications.  For instance, say you wanted to hang a lit 

candle from the dragon’s mouth...which I did...not going to work!  Still, every way I came up 

with to open the mouth relied on a really good forge weld in a very small area.  I’m confident 

in my forge welding ability, but we all have days when we aren’t at our best, and with my luck 

the one that fails will be the one holding up something important.  SO, wanted to find a way 

with a built in failsafe.  This is what I’ve come up with.  I’m still not completely happy with 

the design, but we’re getting there.  Hey, maybe you can come up with a way to make it better!  

Then send it in so I can publish it! 

Dimensions given assume you’re working with 1/2 inch square stock.  Scale up (or down)  

depending on your stock. 

Draw out a long taper, at least 2 inches long.  (You can certainly go longer.)  Don’t try to keep 

the stock square, go ahead and let it spread out.  Cut or split this taper into 3 parts, with the 

middle part a bit wider at the base than the 2 outside. 

 

 

 

 

Measure back 1 - 1 1/4 inches from the start of the taper.  Slit and drift a hole large enough for 

the middle split to fit through.  (Don’t have a slitting chisel?  Make one.  See Making the  

Slitting Chisel earlier in this issue.)  Fold the middle and 1 of the outer splits out of the way, 

then draw out and round the remaining split.  Repeat for the other outer split.  These will be-

come the horns of the dragon.  Once the horns are done, bring everything back inline with the 

parent stock. 

 

 

 

 



Fold the stock over onto itself, making the bend halfway between the hole you just created and 

the start of the taper.  Orientation is important; see the drawing.  It’s easier to do this if you 

fuller or partially cut the stock at the halfway point.  Slide the middle split taper through the 

hole - this will become the dragon’s mouth.  Fold the mouth and horns in such a way as to 

keep them out of the fire, then forge weld the head together.   

 

 

 

 

 

 

Using a fuller and/or the edge of your anvil, draw out the snout of the dragon.   

 

 

 

 

Clamp the head in your vise.  Using a rounded punch, punch in nostrils.  I usually rotate the 

punch while I’m doing this, to make the holes a little more natural.  Your mileage may vary.   

 

 

 

 

Use a flat bottomed punch to upset slightly the eye sockets.  Then, use a round punch, eye 

punch, or series of punches, (whichever you usually use - I tend to use the rounded punch), 

punch in the eyes. 

 

 

 

 

Lightly hammer the corners of the snout, and the head behind the eye sockets, to round them a 

bit.  You don’t want them round; it’s more like a rectangle with rounded corners.  Follow this 

up with grinding or filing to get the amount of roundness you’re looking for.   



Use a hot chisel to cut in 2 lines, where the horns meet the head.  This will make it appear that 

the horns grew out of the head, rather than being just stuck onto it.  Use scrolling tongs to 

shape the horns.  I usually give them a lazy S curve, but there are many other options.   Look to 

nature, with the way antelope and other animals horns are shaped, or use your imagination.  

You’re not likely to have many dragons show up on your front step annoyed about how you’ve 

shaped your horns.   

 

 

 

 

Again using the scrolling tongs, curl the mouth into position.   

 

 

 

 

 

Wirebrush the piece, and finish however you like! 

 

Metal Museum, Memphis 

Ruthin Craft Centre Exhibition 

in collaboration with 

Hereford College of Arts 

May 13 - August 19 

www.metalmuseum.org 

 



For those individuals that do demonstrations for the public, there is always 

a need for some quick and easy projects. Transforming a common horse-

shoe nail into a botanical element can be a way to get the attention of visi-

tors. Use a 3 1/4” horseshoe nail, this one was made by Capewell and also 

made in USA. It is a RH 12. Heat the head, hammer into a fan shape, 

forge the length, carefully soften the point, and scroll. This decorative ele-

ment can be adjusted to wear on a chain, fashion as a book mark, or use 

your own idea. 

Ginkgo biloba also known as the Ginkgo tree or Maidenhair tree, is the only 

living species in the family Ginkgoaceae, all others have been extinct. It is 

the oldest existing species in the world. In Japan, they are known to live 

600-1,000 years. It is found in fossils dating back 270 million years ago, the 

time of dinosaurs. For landscapes today, they are known to adapt well to 

urban environment, tolerate 

pollution, and confined soil 

spaces. Another benefit of this 

tree is that they tend to lose all 

their leaves in 24 hours after a 

hard frost. In the Fall, it is a 

great advantage for raking up 

leaves. The leaves are fan 

shaped and are not identical, 

some have a split in the fan”. 

Try it for your fans!!! 
Leaves are similar in shape but not  

identical. This allows for variety 

when demonstrating! 

Transformer! 

By Don Pfaff 

Originally published by the Pittsburgh Area Artist-Blacksmiths Assn., Dec. 2017 

Reprinted from the May-June 2018 The Upsetter, Michigan Artist Blacksmith Assn 

Circa 1919-1920    Photo Source:  Naval History and Heritage Command.   



2018 Board of Directors 

President 

Julian Cook III 

814-769-9464 

Vice President 

Julian Cook, Jr. 

Treasurer 

Bruce Manson 

Secretary 

Tom Chenoweth 

Communications Director 

Bob Pennington 

Librarian 

Cory Goff 

Central Virginia Blacksmith Guild 
Celebrating 20 years! - 1998 - 2018 

1600 Valley Rd., Richmond 

cvbgboard@gmail.com 

Meetings 
2nd Saturday of the month - 9 am - 1 pm 

In the News 

By the time you read this, the ABANA Conference will 

have come and gone.  Hope everyone who was able to 

make it to the conference, or the gallery shows at Gallery 

Flux and Art Works, had a great time, learned lots and are 

feeling inspired!  Pictures coming next issue. 

A special shout out to everyone who stepped up and helped 

make this conference happen, especially  

Conference Chair and CVBG founder John Elliott.   

Congratulations are in order for CVBG’s Erin Hallock, 

who got married at the end of June.  Wishing Erin and  

Aaron a lifetime of joy! 

Our July meeting at the Banton-Smith Center will feature 

Jerry Veneziano creating a figure sculpture.  The meeting 

will start with a short drawing session, working with a live 

(clothed) model—bring your sketch book! 

In August, Caitlin Morris returns for our August 

meeting at Bruce’s place.  Not sure what she has 

planned, but it is always a great demo.  Don’t 

miss it.   

CVBG on the web 

www.cvbg.org ● facebook.com/cvblacksmith/ ●pinterest.com/cvblacksmith/ ●zazzle.com/cvbgstore 

Forging a N. African style 

tanged ax—May meeting 



Photos from CVBG’s June Meeting and 

Public Demonstration at the historic  

Jackson Blacksmith Shop event, June 9,  

Goochland, VA 

Story of this shop will be in the next issue! 

Morgan Veneziano checking out the Jackson Blacksmith Shop 

Shop Interior 

Bruce Manson demonstrating the flesh fork 

The finished flesh fork 



 July Meeting at the Banton-Smith Center  
Directions to 1600 Valley Rd., Richmond 

From the 

North and West:  I-64 E (I-95 S) to the 3rd Street exit.  At the light, turn left onto Jackson.  At 

the next light, turn left onto 4th Street.  Continue onto 5th street.  At the light, turn right onto 

Hospital Street.  Go down the hill, cross the tracks, turn left onto Valley Rd.  The first building 

on your right is 1600 Valley Rd. 

East:  I-64W to the 5th Street exit.  Turn right onto Jackson.  At the next light, turn right onto 

4th Street.  Continue onto 5th street.  At the light, turn right onto Hospital Street.  Go down the 

hill, cross the tracks, turn left onto Valley Rd.  The first building on your right is 1600 Valley 

Rd. 

South:  I-95N to the 7th Street Exit.  Go down the hill, across the tracks, turn right onto  

Hospital Street.  Turn left onto Valley Rd.  The first building on your right is 1600 Valley Rd. 

 

Demonstration will begin with a short (half-hour) drawing session, working with a live 

(clothed) model.  Bring your sketchbook. 

August Guild Meeting w/Caitlin Morris 
Bruce Manson’s Shop 

4200 Orchard Drive N,  N. Dinwiddie 

 

From Richmond:   I-95 S to Petersburg.  Use the right 2 lanes to take exit 51 to I-85 S  

towards Durham.  Stay on I-85 for 3/4 mile to exit 63B for US-1 N.  Turn  left onto State Rt. 

1313, continue straight onto State Rt. 1312.  Turn left onto VA-266 W.  Turn right onto State 

Rt. 1344.  In 1/4 mile, turn right onto State Rt. 1346, then almost immediately left onto State. 

Rt. 1347. 

Follow the orange anvil signs in Bruce’s subdivision. 



Southwest Virginia Blacksmith Guild 

swvabg@gmail.com 

Serving Roanoke, Bedford, Blacksburg, Christiansburg, and all of southwestern Virginia 

2018 Board of Directors 

President 

Joshua Langfitt 

Vice President 

Eric Collins 

Treasurer 

Henry Bryant 

Secretaries 

Gabrielle Judy and Matt Heffernan 

 

 

Meetings 
3rd Sunday of the month - 2 - 4 pm 

Meetings are held at either: 

Great Road Craft Guild 

1812 Big Spring Dr. 

Elliston, VA  24087 

Or 

Historic Smithfield Plantation 

1000 Smithfield Plantation Rd. 

Blacksburg, VA  24060 

(completely surrounded by the Virginia Tech  

campus) 

 

In the News 

Thanks to all who turned out for our guild Craft Show at 

Henry’s place, and for the Meet and Beat at Smithsonian.  

It’s been great showing people what we do to keep the 

craft alive! 

On July 15, we’ll return to Smithfield for our monthly 

meeting.  Then, in August, we’ll once again descend upon 

the Great Road Craft Guild.  Looking forward to seeing all 

of you there! 

Find us on  

Facebook! 



SWVABG Craft Show 

June 9 
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Build a Wooden Forge  
by Barry Myers  

I have always told my new apprentices and blacksmith wannabees that they don’t need to buy a big cast iron 

forge or build an angle iron and steel forge with an expensive fire pot. All they need to do is build a wooden 

box, insert a brake drum and fashion some type of tuyere/tweer iron.  

Well, I finally tested my own advice when I prepared for a hammer-in class where forge welding was going to 

be the order of the day. Thus, I couldn’t use my little shallow rivet forge that I have for reenactments, and I 

didn’t want to build a wooden forge that was going to catch fire causing me to be the laughing stock of the 

hammer-in. Better try it first!  

I gathered up some boards and 2x4s I had on hand. Found an old VW brake drum in the scrap pile and I found 

an old tweer from an even older forge. Had I not found the old tweer, I would have looked for a cast iron pipe 

tee as I had used in the past. The only problem with the cast iron tee is fashioning the ash dump and attaching 

it to the bottom of the fire pot. Perhaps if I could weld…  

I started with a grand vision of compound miter cor-

ners until I remembered the strange things that I can 

do to wood, then I build a rectangular box. I 

scabbed together some one-bys and put them into 

the base of the box and cut the hole for the drum. 

The protuberances around the edge of the drum pre-

cluded dropping the drum in from the top, so I cut 

the hole and forged clips to hold the drum from the 

bottom. Holes drilled in the drum allowed the tweer 

to be attached.  

I measured my pump handle rivet forge and cut the 

2x4s for the legs. Of course, after attaching the legs, 

I thought about transporting a top heavy, tall forge, 

once the fire clay/mud was installed. I began to 

modify my plan.  

I removed the legs, cut them in half and reinstalled the legs, dropping them about halfway down from the top 

of the box so that the resulting legs, with the new plan 

would maintain their height.  

I then had to forge a bracket for each leg so that the halves 

could be spiced when the top half when forge was placed 

on the base. Hold with me here, I am getting there. I first 

placed braces between the installed legs on either side of 

the forge. This would act as a stop when the top legs are 

inserted into the base brackets.  

After mudding the floor of the box, I sprayed FlexSeal 

(that’s right, “as seen on tv”!!) on the insides of the box. It 

is alleged to be “fire proof,” if there is such a thing.  



I could have mudded the sides too, but I thought that it might fall off or be too top heavy. If the FlexSeal  

the sides to catch fire, then mud them I will!  

After two days of curing, I hooked up my Champion 400 with a Lowes aluminum 3” vent hose. It worked! I 

worked the blower for about 20 minutes. The coal coked up and the forge didn’t burn!  

Originally published by, and reprinted from, the Jan - Feb 

2013 newsletter of the Philip Simmons Artist Blacksmith Guild 



Regional Blacksmithing Events! 

 

SOFA QuadState 2018 

Sept. 21—23 

Miami County Fairgrounds 

Troy, Ohio 

https://sofablacksmiths.org/event/quadstate-2018/ 

 

RVA Makerfest 

A Celebration in the Making 

Saturday, Oct. 6   10 - 5 

Science Museum of Virginia 

Richmond, VA 

http://rvamakerfest.com/ 



Aug 1— Leaves 

Aug 2 — Intro to Blacksmithing – Hook 
                 This 2.5 hour introductory course will take a novice smith through the steps to make their 

  own hook. This class is intended for those who want to try blacksmithing but aren’t sure if 

  the weekend class is appropriate. We encourage our young smiths (10-12 y.o.) to start here 

  to get a taste for the craft. This class is available to anyone 10+ years old. Any smith  

  younger than 18 needs to have a responsible adult on site for the duration of the course. 

Aug 9 — Intro to Blacksmithing – Camp Fork 
                 This 2.5 hour introductory course will take a novice smith through the steps to make their 

  own campfire fork. This could be used for marshmallows, hotdogs, or anything else you  

  would want to heat over a campfire.  This class is intended for those who want to try  

  blacksmithing but aren’t sure if the weekend class is appropriate. We encourage our young 

  smiths (10-12 y.o.) to start here to get a taste for the craft. This class is available to anyone 

  10+ years old. Any smith younger than 18 needs to have a responsible adult on site for the 

  duration of the course. 

Aug 11 & 12—Campfire Cookset 
                 Perfect for Summer Camp Cooking!  This class project is a campfire cooking tripod,  

  S-hook(s), fry pan, spoon, and fork. Students will learn bending, drilling, tapering,  

  hardening, and tempering.  The Spoon is the most difficult part of this project for a novice 

  blacksmith.  If there is time, it will be attempted. 

Aug 13 & 14—Blacksmith’s Knife 
                 Learn to forge a knife in this two day, blacksmithing centered, knife making class! The first 

  day, you will start on the forge and anvil where you’ll be shown how to shape a knife blank 

  with the hammer and anvil. The second day will be spent shaping and honing the knife  

  blank on knife grinders into a sharpened tool.  You will be provided with oak handle scales 

  and copper pins to complete your knife.  The goal is for you to leave with a finished,  

  working knife.  This is NOT an ABS class!   

Aug 16—Intro to Blacksmithing – Spoon 

  This 2.5 hour introductory course will take a novice smith through the steps to make their 

  own camp spoon.  This class is intended for those who want to try  blacksmithing but aren’t 

  sure if the weekend class is appropriate. We encourage our young smiths (10-12 y.o.) to  

  start here to get a taste for the craft. This class is available to anyone 10+ years old. Any  

  smith younger than 18 needs to have a responsible adult on site for the duration of the  

  course. 

VIRGINIA INSTITUTE 
OF BLACKSMITHING 

200 W. 12th St., Waynesboro, VA   434-960-9718    vablacksmithing.org 



Aug 18 & 19—Build a Spear 

  Make a spear head. This is a beginning level course suitable for the novice and up. There  will 

  be a lot of hot forge work in this class. Also covered will be shop safety, fire management, and 

  hammer control. A dowel will be provided for each spear head. 

Aug 23—Railroad Spike Novelty Knife 

  Make a knife shaped object out of a railroad spike.  We do not recommend setting an edge on 

  this steel, but we can show you how to make a knife-shaped object out of a railroad spike!   

  People have made other useful shapes out of our spikes too.  Class includes safe shop practices, 

  fire management, efficient hammer techniques and basic forging.  

Aug 25 & 26—Build a Hatchet 

  Build your own hatchet! This course will cover forge welding, lamination, mechanical joining, 

  and tool making. A handle will be provided so students can leave with a complete tool. This 

  course is suitable for the ambitious novice or the experienced beginner. We do not recommend 

  this course to young smiths (10 yr) unless that smith is ready for some serious physical work! 

  This course has been completed successfully by young smiths in the past. Those smiths have 

  been really motivated. Class includes safe shop practices, fire management, efficient hammer 

  techniques and basic forging. All safety equipment and materials provided. 

Aug 30—Intro to Blacksmithing – Camp Fork 

Sept 3 & 4—Blacksmith’s Knife 

Sept 8 & 9—Shelf Brackets and S-hooks 

Sept 15 & 16—Intro to Artistic Blacksmithing– Leaves and Twists 

Sept 22 & 23—Build a Hatchet 

Sept 29 & 30—Build a Helmet 

  Build your own helmet! Starting with a simple design, you can customize this helmet to your tastes. 

  This is a beginning level course suitable for novices including young (10 years old +) smiths.  

  Techniques include: cutting and building to a template, riveting, sheet metal shaping, offsetting, 

  texturing and drilling, to name a few. Class includes safe shop practices, fire management, efficient 

  hammer techniques and basic forging. All safety equipment and materials provided.  

 

Visit vablacksmithing.org for more information 

 

 

 



Coming Soon to the Banton-Smith Center! 

Sept. 29 - Workshop with Caitlin Morris - CVBG Exclusive 

 Free! for CVBG members 

 Caitlin Morris returns to the BSC, bringing her brand of education and inspiration.  No idea what she’s 

 got planned, but it’s always a good time.  Completely free for CVBG members, but space is very  

 limited.  Email bantonsmith.center@gmail.com to reserve your space!  First come, first served. 

Coming soon!   

Forge building!  Forged Sculpture!  The Figure Project!  Scrimshaw!   

And so much more!   

Keep an eye on http://www.cvbg.org/banton-smith-center.html for details as they become available. 

Banton-Smith Center for Blacksmith & Metal Arts 

1600 Valley Road, Richmond 

New events are added all the time!  For more information on these or any other Banton-Smith Center events, 

visit facebook.com/BantonSmithCenter, or contact Jerry at bantonsmith.center@gmail.com or 540.872.3729 

Wish List 

Thinking about downsizing, or upgrading?  The Banton-

Smith Center is the perfect place to give your old tools 

new life.  We gladly accept donations and loans of tools 

and equipment in good working order.  Here’s a few  

specific things we’re looking for: 

• Treadle Hammer 

• Porta-band 

• Press 

• Plasma Cutter 

• 2 X 72 Belt Grinder 

• Gas Saver for Oxy-Acetylene torch 

• Tongs.  We always need tongs.  ALWAYS. 

• 4” or 4 1/2” angle grinders 

• Variable speed buffer 

• Anvils 

• Forges 

Thanks for thinking of us! 



Southwest Virginia Blacksmith Guild Liability Release Form 

I, the undersigned, realizing the potential haards involved in the craft of blacksmithing, will not hold the Southwest Virginia 

Blacksmith Guild, it’s officers, demonstrator(s), or host(s) responsible in the event of any accident or injury incurred during an 

association function or at any time a sponsored activity concerning blacksmithing or metalworking is occurring. I am aware of 

the requirement to wear safety glasses during association demonstrations and will do so. I am aware also of the possibility of 

hearing damage due to the nature of the craft and accept the responsibility of taking the necessary steps to protect my hear-

ing. It will be my responsibility to inform any family member or guest that I may bring to a demonstration of these potential 

dangers and advise them of all necessary precautions. 

  

Signature ___________________________________________________________        Date __________________ 

Name: H# M# 

Street: Email: 

City: State: ZIP: 

How would you like to receive your newsletter?                    Paper ___         Electronic ___ 

Are you willing to host a CVBG gathering?                             Yes___             No___ 

Are you willing to demonstrate for a CVBG gathering?          Yes___             No___ 

ABANA Member 

Yes___ 

No ___ 
Suggestions for CVBG demonstrations:________________________________________________________________ 

____________________________________________________________________________________________
_ 
Are you a: Professional___ Hobbyist___ Just interested___ Other__________________________________________ 

Central Virginia Blacksmith Guild Liability Release Form 

I, the undersigned, realizing the potential hazards involved in the craft of blacksmithing, will not hold the Central Virginia 
Blacksmith Guild, it’s officers, demonstrator(s), or host(s) responsible in the event of any accident or injury incurred during 
an association function or at any time a sponsored activity concerning blacksmithing or metalworking is occurring. I am aware 
of the requirement to wear safety glasses during association demonstrations and will do so. I am aware also of the possibil-
ity of hearing damage due to the nature of the craft and accept the responsibility of taking the necessary steps to protect 
my hearing. It will be my responsibility to inform any family member or guest that I may bring to a demonstration of these 
potential dangers and advise them of all necessary precautions. 

  

Signature ___________________________________________________________        Date __________________ 
RETURN COMPLETED FORM TO- 
CVBG  
Karen Smart 
2705 Buckhorn Hills 
Maidens, VA  23102  

DUES= $25 

RETURN COMPLETED FORM TO- 
SWVABG 
6585 Stoneskeep Lane 
Elliston, VA  24087 

DUES= $5 
make check payable to  

Henry Bryant 

Name: 

Street: 

City: 

Home# Cell#: 

Email: 

State: Zip: 

CVBG Membership Application 

SWVABG Membership Application 

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -  



The Virginia Blacksmith is a joint publication of the Central Virginia Blacksmith Guild and the Southwest  

Virginia Blacksmith Guild.   

Editor:  Jerry Veneziano 

Assoc. Editor:  Erin Hallock 

Marketplace 

 

 

www.blacksmithsupply.com 

YESTERYEAR FORGE 
www.yesteryearforge.com 

Fort Vause Outfitters 

Anvils & Swages 
fortvauseoutfitters.com 

The Virginia Blacksmith 

858 Old Apple Grove Rd. 

Mineral, VA  23117 


